HISTORIC PRESERVATION

HOUSING REHABILITATION CERTIFICATION
(Mark only the one box that applies to the housing rehabilitation activity.)

Certification:

(  )
I certify that we have checked the listing of National Register properties and districts and that none of the building to be renovated are included in the National Register of 
Historic Places as an individual building or as part of a historic district.  If any of the buildings to be renovated are more than 50 years old, the following conditions will be adhered to:

(1)
Portland cement will not be used to repaint brick.

(2)
There will be no sandblasting.

(3)
Synthetic siding (aluminum, vinyl, asbestos, etc.) and brick veneer will not be used.

(4)
Architectural features such as cornices, brackets, door or surrounds will not be removed.

(5)
When a roof is to be replaced, its original shape will be retained.

(6)
The shape and location of windows and doors will be retained.

(7)
Historic porch trim will be retained whenever possible, and porches will not be enclosed.


OR
(  )
The buildings to be renovated are listed individually or as part of an historic district on the National Register of Historic Places.  Therefore, we will consult with the State Historic Preservation Officer (SHPO) and the Advisory Counsel on Historic Preservation, if necessary, to assess the effect of the rehabilitation projects on the historic properties.  Attached is the notification to the SHPO on this project and will be presented as part of the closeout documentation.
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