
  

 
2010 FUEL MAKER CONTRACT 

COMPRESSED NATURAL GAS VEHICLE REFUELING APPLIANCES 
 

IMPORTANT NOTICE: PRIOR TO PLACING AN ORDER ON THIS CONTRACT, AGENCIES MUST 
CONTACT THE VENDOR TO FACILITATE A COMPLETE INSTALLATION 

 
                                                               CONTRACT:   407825 
                                                                    VENDOR:   SULLIVAN OIL COMPANY 
                                                             TELEPHONE:   (225) 952-7900 
                                                                  CONTACT:   WILLIE WELLS 
                                                              VENDOR NO:   72076843300 
                                                  COMMODITY CODE:   720-04-120981 
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DESCRIPTION 

00001 FMQ-10 $41,749.00 

 
VEHICLE REFUELING APPLIANCE (VRA) TO HAVE THE FOLLOWING:                 
FOUR (4) COMPRESSION MODULES THAT WILL PROVIDE BUILT-IN REDUNDANCY. DISCHARGE TO BE APPROXIMATELY 
3,000 PSI @ 68DEGREES F HOURLY FLOW  RATE TO BE APPROXIMATELY 4.0 GGE STANDARD CUBIC FEET PER MINUTE         
FLOW RATE TO BE APPROXIMATELY 10.0SCFM.  ELECTRICAL SUPPLY TO BE 240/60/1, AMPS 40, 28FLA DIMENSIONS TO BE  
33"L X 48"W X 32"H APPLIANCE WEIGHT TO BE 580 POUNDS TEMPERATURE RATING TO BE APPROXIMATELY -40 DEG F         
TO +113 DEG F.  NOISE LEVEL AT 161/2 FEET TO BE APPROXIMATELY 66DBA TO INCLUDE THE FOLLOWING:            
PRESSURE START, 1/4" UNION TEE FITTING, 1/4" CAP FITTING, SHUT OFF VALVE, LOW PRESSURE GAS DRYER.  
                         

00002 FMQ-8-36 $41,523.00 

 
VEHICLE REFUELING APPLIANCE (VRA) TO HAVE THE FOLLOWING:               
FOUR (4) COMPRESSION MODULES THAT WILL PROVIDE BUILT-IN REDUNDANCY. DISCHARGE TO BE APPROXIMATELY 
3,600 PSI @ 59 DEGREES F.  HOURLY FLOW RATE TO BE APPROXIMATELY 3.7 GGE STANDARD CUBIC FEET PER MINUTE       
FLOW RATE TO BE APPROXIMATELY 7.6 SCFM.  ELECTRICAL SUPPLY TO BE 240/60/1, AMPS 40, 28FLA DIMENSIONS TO BE  
33"L X 48"W  X 32"H APPLIANCE WEIGHT TO BE 580 POUNDS TEMPERATURE RATING TO BE APPROXIMATELY -40 DEG F 
TO +113 DEG F.  NOISE LEVEL AT 161/2 FEET TO BE APPROXIMATELY 66DBA TO INCLUDE THE FOLLOWING:        
PRESSURE START, 1/4" UNION TEE FITTING, 1/4" CAP FITTING, SHUT OFF VALVE, LOW PRESSURE GAS DRYER.   
                    

https://ecat.doa.louisiana.gov/ecat/external/externalContractDetail.sdo?docId=407825
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00003 FMQ-2 $11,071.00 

 
VEHICLE REFUELING APPLIANCE (VRA) TO HAVE THE FOLLOWING:  
SINGLE COMPRESSION MODULE DISCHARGE TO BE APPROXIMATELY 3,000 PSI @ 68 DEGREES F.  HOURLY FLOW RATE 
TO BE APPROXIMATELY 1.0 GGE STANDARD CUBIC FEET PER MINUTE FLOW RATE TO BE APPROXIMATELY 2.0 SCFM.  
ELECTRICAL SUPPLY TO BE    240/60/1, 15 AMPS 7.5 FLA DIMENSIONS TO BE  21"L X 20"W X 39"H APPLIANCE WEIGHT TO 
BE 145 POUNDS TEMPERATURE RATING TO BE APPROXIMATELY -40 DEG F TO +113 DEG F.  NOISE LEVEL AT 161/2 FEET 
TO BE APPROXIMATELY 49DBA TO INCLUDE THE FOLLOWING FOR SINGLE HOSE UNIT: HOSE BREAKAWAY ASSEMBLY, 
LOCK ASSEMBLY, FILL HOSE 15', FILL NOZZLE.  
              

00004 FMQ-2 $11,804.00 

 
VEHICLE REFEULING APPLIANCE (VRA) TO HAVE THE FOLLOWING:                    
SINGLE COMPRESSION MODULE DISCHARGE TO BE APPROXIMATELY 3,000 PSI @ 68 DEGREES F. HOURLY FLOW RATE TO 
BE APPROXIMATELY 1.0 GGE STANDARD CUBIC FEET PER MINUTE FLOW RATE TO BE APPROXIMATELY 2.0 SCFM    
ELECTRICAL SUPPLY TO BE 240/60/1, 15 AMPS7.5 FLA. DIMENSIONS TO BE 21" L X 20" W X 39" H. APPLIANCE WEIGHT TO 
BE 145 POUNDS TEMPERATURE RATING TO BE APPROXIMATELY -40 DEG F TO +113 DEG F.  NOISE LEVEL AT 161/2 FEET 
TO BE APPROXIMATELY 49DBA TO INCLUDE THE FOLLOWING FOR DOUBLE HOSE UNIT: HOSE BREAKAWAY ASSEMBLY, 
LOCK ASSEMBLY, (2) FILL HOSE 15', (2) FILL NOZZLE 
 

00005 FMQ-2-36 $11,969.00 

 
VEHICLE REFUELING APPLIANCE (VRA) TO HAVE THE FOLLOWING:               
SINGLE COMPRESSION MODULE DISCHARGE TO BE APPROXIMATELY 3,600 PSI @ 59 DEGREES HOURLY FLOW RATE TO 
BE APPROXIMATELY 0.9 GGE STANDARD CUBIC FEET PER MINUTE FLOW RATE TO BE APPROXIMATELY 1.9 SCFM.   
ELECTRICAL SUPPLY TO BE  240/60/1, AMPS 15  DIMENSIONS TO BE  21"L X 20"W X 39"H APPLIANCE WEIGHT TO BE 145 
POUNDS TEMPERATURE RATING TO BE APPROXIMATELY -40 DEG F TO +113 DEG F.  NOISE LEVEL AT 161/2 FEET TO BE 
APPROXIMATELY 49DBA TO INCLUDE THE FOLLOWING FOR SINGLE HOSE UNIT:  HOSE BREAKAWAY ASSEMBLY, LOCK 
ASSEMBLY, FILL HOSE 15', FILL NOZZLE.  
            

00006 FMQ-2-36 $12,850.00 

 
VEHICLE REFUELING APPLIANCE (VRA) TO HAVE THE FOLLOWING:               
SINGLE COMPRESSION MODULE DISCHARGE TO BE APPROXIMATELY 3,600 PSI @ 59 DEGREES HOURLY FLOW RATE TO 
BE APPROXIMATELY 0.9 GGE STANDARD CUBIC FEET PER MINUTE FLOW RATE TO BE APPROXIMATELY 1.9 SCFM.   
ELECTRICAL SUPPLY TO BE  240/60/1, AMPS 15  DIMENSIONS TO BE  21"L X 20"W X 39"H APPLIANCE WEIGHT TO BE 145 
POUNDS TEMPERATURE RATING TO BE APPROXIMATELY -40 DEG F TO +113 DEG F.  NOISE LEVEL AT 161/2 FEET TO BE 
APPROXIMATELY 49DBA TO INCLUDE THE FOLLOWING FOR DOUBLE HOSE UNIT:  HOSE BREAKAWAY ASSEMBLY, LOCK 
ASSEMBLY, (2) FILL HOSE 15', (2) FILL NOZZLE  
         

00007 FF-350-D $22,570.00 

 
FAST FILL STORAGE SYSTEM TO HAVE THE FOLLOWING:               
DISCHARGE PRESSURE TO BE APPROXIMATELY 3,000 PSI STORAGE CAPACITY TO BE APPROXIMATELY 3,130 SCF 
STORAGE SYSTEM TO BE COMPLETE WITH US DOT APPROVED STORAGE CYLINDERS, CONTROL PANEL, BREAKAWAY, 
EMERGENCY SHUTDOWN   DEVICE AND HOSE RETRACTOR. CYLINDER SPECS 8 X 44 LITRE W.C. /9.5" X 51" 190 LBS                
TO INCLUDE THE FOLLOWING: STANDARD DUTY HOSE ASSEMBLY.  
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00008 FF-350-D $22,751.00 

 
FAST FILL STORAGE SYSTEM TO HAVE THE FOLLOWING:                 
DISCHARGE PRESSURE TO BE APPROXIMATELY 3,600 PSI STORAGE CAPACITY TO BE APPROXIMATELY 3,770 SCF 
STORAGE SYSTEM TO BE COMPLETE WITH US DOT APPROVED STORAGE CYLINDERS, CONTROL PANEL, BREAKAWAY, 
EMERGENCY SHUTDOWN DEVICE AND HOSE RETRACTOR.   CYLINDER SPECS 8 X 44 LITRE W.C. / 9.5" X 51" / 190 LBS             
TO INCLUDE THE FOLLOWING: STANDARD DUTY HOSE ASSEMBLY.            
                                        

00009 FF-350-A $34,778.00 

 
FAST FILL STORAGE SYSTEM TO HAVE THE FOLLOWING:               
DISCHARGE PRESSURE TO BE APPROXIMATE 3,000 PSI STORAGE CAPACITY TO BE APPROXIMATELY 3,050CF, 24.8 GGE      
STORAGE SYSTEM TO BE COMPLETE WITH ASME APPROVED STORAGE CYLINDERS, CONTROL PANEL, BREAKAWAY, 
EMERGENCY SHUTDOWN DEVICE AND HOSE RETRACTOR. CYLINDER SPECS 8 X 41 LITRE W.C. 10.5 X 54 / 535 LBS  
TO INCLUDE THE FOLLOWING: STANDARD DUTY HOSE ASSEMBLY  
     

00010 FF-350-PS-A $34,959.00 

 
FAST FILL STORAGE SYSTEM TO HAVE THE FOLLOWING:                
DISCHARGE PRESSURE TO BE APPROXIMATELY 3,600 PSI STORAGE CAPACITY TO BE APPROXIMATELY 3,670 SCF, 29.9 
GGESTORAGE SYSTEM TO BE COMPLETE WITH ASME APPROVED STORAGE CYLINDERS, CONTROL PANEL, BREAKAWAY,  
EMERGENCY SHUTDOWN DEVICE AND HOSE RETRACTOR. CYLINDER SPECS 8 X 41 LITRE W. C. 10.5 X 53 535LBS  
TO INCLUDE THE FOLLOWING: STANDARD DUTY HOSE ASSEMBLY 
          

00011 FMQ2R VRA $10,421.00 

 
VEHICLE REFUELING APPLIANCE (VRA) REMOTE PANEL UNIT 3000 PSI FOR USE WITH LINE ITEM 00012 TO HAVE THE 
FOLLOWING: SINGLE COMPRESSION MODULE DISCHARGE TO BE APPROXIMATELY 3,000 PSI @ 68 DEGREES F.  HOURLY 
FLOW RATE TO BE APPROXIMATELY 1.0 GGE STANDARD CUBIC FEET PER MINUTE FLOW RATE TO BE APPROXIMATELY 
2.0 SCFM. ELECTRICAL SUPPLY TO BE 240/60/1, 15 AMPS 7.5 FLA DIMENSIONS TO BE 21"L X 20"W X 39"H APPLIANCE 
WEIGHT TO BE 145 POUNDS TEMPERATURE RATING TO BE APPROXIMATELY -40 DEG F TO +113 DEG F.  NOISE LEVEL AT 
161/2 FEET TO BE APPROXIMATELY 49DBA TO INCLUDE THE FOLLOWING FOR SINGLE HOSE UNIT: REMOTE FILL OUTLET 
ASSY, LOCK ASSY       
                                         

00012 R410 $4,687.00 

 
 
REMOTE PANEL 3000PSI: THE REMOTE PANEL ALLOWS THE VEHICLE REFUELING APPLIANCE TO BE CONTROLLED WHILE 
DISPENSING FUEL FROM ANOTHER LOCATION. FUELING CAN TAKE PLACE INDOORS OR OUTDOORS. COMPLETE WITH 
WEATHERPROOF HOUSING, LATCH ASSEMBLY, USER PANEL AND HOSE HOOKS. DISCHARGE     PRESSURE TO BE 
APPROXIMATELY 3,000 PSI, VOLTAGE 24 VDC TO BE SUPPLIED BY THE VRA, OPERATING TEMPERATURE RATING TO BE 
APPROXIMATELY -40 DEG F TO +113 DEG F.  TO INCLUDE THE FOLLOWING: INLET FITTING, SINGLE BREAKAWAY, 30'       
INTERFACE CABLE, METHANE DETECTOR, 10'    1/8" TUBING, 20' 1/8" TUBING, 15' HOSE ASSEMBLY, FILL NOZZLE.                   
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00013 FMQ-2-36R $11,091.00 

 
VEHICLE REFUELING APPLIANCE (VRA) REMOTE PANEL UNIT 3600 PSI FOR USE WITH LINE ITEM 00014 TO HAVE THE 
FOLLOWING: SINGLE COMPRESSION MODULE DISCHARGE TO BE APPROXIMATELY 3,600 PSI @ 59 DEGREES HOURLY 
FLOW RATE TO BE APPROXIMATELY 0.9 GGE STANDARD CUBIC FEET PER MINUTE  FLOW RATE TO BE APPROXIMATELY 
1.9 SCFM. ELECTRICAL SUPPLY TO BE 240/60/1, AMPS 15 DIMENSIONS TO BE  21"L X 20"W X 39"H APPLIANCE WEIGHT TO 
BE 145 POUNDS TEMPERATURE RATING TO BE APPROXIMATELY -40 DEG F TO +113 DEG F.  NOISE LEVEL AT 161/2 FEET 
TO BE APPROXIMATELY 49DBA TO INCLUDE THE FOLLOWING FOR SINGLE HOSE UNIT: REMOTE FILL OUTLET ASSY, LOCK 
ASSY         
                                               

00014 R-410 $4,898.00 

 
REMOTE PANEL 3600PSI: THE REMOTE PANEL ALLOWS THE VEHICLE REFUELING APPLIANCE TO BE CONTROLLED WHILE 
DISPENSING FUEL FROM ANOTHER LOCATION. FUELING CAN TAKE PLACE INDOORS OR OUTDOORS. COMPLETE WITH      
WEATHERPROOF HOUSING, LATCH ASSEMBLY, USER PANEL AND HOSE HOOKS. DISCHARGE PRESSURE TO BE 
APPROXIMATELY 3600 PSI, VOLTAGE 24 VDC TO BE SUPPLIED BY THE VRA, OPERATING TEMPERATURE RATING TO BE 
APPROXIMATELY -40 DEG F TO +113 DEG F. TO INCLUDE THE FOLLOWING: INLET FITTING, SINGLE BREAKAWAY, 30'    
INTERFACE CABLE, METHANE DETECTOR, 10' 1/8" TUBING, 20' 1/8" TUBING, 15' HOSE ASSEMBLY, FILL NOZZLE. 
                   

00015 AFP $4,414.00 

 
AUXILIARY FUELING PANEL 3000PSI (SINGLE) TO BE USED WITH LINE ITEM 00001 ONLY. THE AUXILIARY PANEL ALLOWS 
FOR CYLINDER STORAGE PRESSURE OF APPROXIMATELY 3000 PSI AND ALLOWS MULTIPLE VEHICLE REFUELING         
APPLIANCES TO BE CONNECTED TOGETHER TO ALLOW REFUELING OF ANY NUMBER OF VEHICLES, PROVIDING THE 
FLEXIBILITY OF FUELING ANY SIZE FLEET. USED FOR OUTDOOR REMOTE FUELING. AFP COMES COMPLETE WITH 
WEATHERPROOF HOUSING, LATCH ASSEMBLY, AND HOSE HOOKS. OPERATING TEMPERATURE RATING TO BE 
APPROXIMATELY -40 DEG F TO +113 DEG F. TO INCLUDE THE FOLLOWING: INLET FITTING, DUAL BREAKAWAY, VENT     
VALVE ASSEMBLY, POST MOUNTING KIT, 20' FILL HOSE, FILL NOZZLE, NOZZLE VENT VALVE.  
                                 

00016 AFP-1 $4,733.00 

 
AUXILIARY FUELING PANEL 3000PSI (DUAL) TO BE USED WITH LINE ITEM 00001 ONLY. THE AUXILIARY PANEL ALLOWS 
FOR CYLINDER STORAGE PRESSURE OF APPROXIMATELY 3000 PSI AND ALLOWS MULTIPLE VEHICLE REFUELING        
APPLIANCES TO BE CONNECTED TOGETHER TO ALLOW REFUELING OF ANY NUMBER OF VEHICLES, PROVIDING THE 
FLEXIBILITY OF FUELING ANY SIZE FLEET. USED FOR OUTDOOR REMOTE FUELING. AFP COMES COMPLETE WITH 
WEATHERPROOF HOUSING, LATCH ASSEMBLY, AND HOSE HOOKS. OPERATING TEMPERATURE RATING TO BE 
APPROXIMATELY -40 DEG F TO +113 DEG F. TO INCLUDE THE FOLLOWING:  INLET FITTING, DUAL BREAKAWAY, VENT     
VALVE ASSEMBLY, POST MOUNTING KIT, 20' FILL HOSE, FILL NOZZLE, NOZZLE VENT VALVE 
                                   

00017 AFP $4,386.00 

 
AUXILIARY FUELING PANEL 3600PSI (SINGLE) TO BE USED WITH LINE ITEM 00002 ONLY. THE AUXILIARY PANEL ALLOWS 
FOR CYLINDER STORAGE PRESSURE OF 3600 PSI AND ALLOWS MULTIPLE VEHICLE REFUELING APPLIANCES TO BE 
CONNECTED TOGETHER TO ALLOW REFUELING OF ANY NUMBER OF VEHICLES, PROVIDING THE FLEXIBILITY OF FUELING 
ANY SIZE FLEET. USED FOR OUTDOOR REMOTE FUELING. AFP COMES COMPLETE WITH WEATHERPROOF HOUSING,       
LATCH ASSEMBLY, AND HOSE HOOKS. OPERATING TEMPERATURE RATING TO BE APPROXIMATELY -40 DEG F TO +113 
DEG F. TO INCLUDE THE FOLLOWING: INLET FITTING, SINGLE BREAKAWAY, VENT VALVE ASSEMBLY, POST MOUNTING 
KIT, 20' FILL HOSE, FILL NOZZLE, NOZZLE VENT VALVE.  
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00018 AFP $4,750.00 

 
AUXILIARY FUELING PANEL 3600PSI (DUAL) TO BE USED WITH LINE ITEM 00002 ONLY. THE AUXILIARY PANEL ALLOWS 
FOR CYLINDER STORAGE PRESSURE OF 3600 PSI AND ALLOWS MULTIPLE VEHICLE REFUELING APPLIANCES TO BE 
CONNECTED TOGETHER TO ALLOW REFUELING OF ANY NUMBER OF VEHICLES, PROVIDING THE FLEXIBILITY OF FUELING 
ANY SIZE FLEET. USED FOR OUTDOOR REMOTE FUELING. AFP COMES COMPLETE WITH WEATHERPROOF HOUSING,        
LATCH ASSEMBLY, AND HOSE HOOKS. OPERATING TEMPERATURE RATING TO BE APPROXIMATELY -40 DEG F TO +113 
DEG F. TO INCLUDE THE FOLLOWING:  INLET FITTING, DUAL BREAKAWAY, VENT VALVE ASSEMBLY, POST MOUNTING KIT, 
20' FILL HOSE, FILL NOZZLE, NOZZLE VENT VALVE 
                                      

00019 37.0027 $5,222.00 

 
GAS DRYER: LOW PRESSURE TOWER DRYER REQUIRED WITH EACH VRA LINE ITEMS 00001 AND 00002                                
10 SCFM, 5-15 PSIG FRAME CHAMBER, DESICCANT AND FITTINGS, LOW PRESSURE WIDTH 16", DEPTH 22" HEIGHT 60"          
WEIGHT 220 LBS ORDER SPECIFIC 
            

00020 N/A $501.00 
 
10' OF FUELING HOSE WHICH MUST BE COMPATIBLE WITH THE NATURAL GAS REFUELING APPLIANCE.                   
SLOW FILL ONLY, 3000 PSI 
               

00021 N/A $643.00 10' OF FUELING HOSE WHICH MUST BE COMPATIBLE WITH THE NATURAL GAS REFUELING APPLIANCE.  
SLOW FILL ONLY 3600 PSI                            

00022 N/A $521.00 15' OF FUELING HOSE WHICH MUST BE COMPATIBLE WITH THE NATURAL GAS REFUELING APPLIANCE.                 
SLOW FILL ONLY, 3000 PSI             

00023 H4.5F-36 $673.00 
 
15' OF FUELING HOSE WHICH MUST BE COMPATIBLE WITH THE NATURAL GAS REFUELING APPLIANCE.              
SLOW FILL ONLY, 3600 PSI          
                                  

00024 H7.5F-30 $581.00 25' OF FUELING HOSE WHICH MUST BE COMPATIBLE WITH THE NATURAL GAS REFUELING APPLIANCE.        
SLOW FILL ONLY, 3000 PSI        

00025 H7.5F-36 $723.00 25' OF FUELING HOSE WHICH MUST BE COMPATIBLE WITH THE NATURAL GAS  REFUELING APPLIANCE 3600 PSI      

00026 CC270 $301.00 FILL NOZZLE (NGV 1 APPROVED) 3000 PSI 

00027 P-36 $443.00 FILL NOZZLE (NGV 1 APPROVED) 3600 PSI 
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00028 N/A $443.00  
FUELING NOZZLE WHICH MUST BE COMPATIBLE WITH THE NATURAL GAS REFUELING APPLIANCE.              

00029 HVV $1,015.00 
 
NOZZLE VENT VALVES USED ON SLOW FILL APPLICATIONS 9/16 SAE LH THREAD, VENT FILTER AND O-RINGS, 3000 PSI          
                                       

00030 HVV-36 $868.00 NOZZLE VENT VALVES USED ON SLOW FILL APPLICATIONS 9/16 SAE LH THREAD, VENT FILTER AND O-RING, 3600 PSI           

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 


